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EVERPURE POINT OF USE
Drinking water filtration “Good, better, best…”

Reference displayed 
on label EV9617-05 EV9601-12 EV9605-80 EV9691-56 EV9595-11

Reference for order  
(6 pack) EV961705 EV960112 EV960586 EV969156 EV959516

Product name 2CB5 AC AC² 2FC 2FC-P

Technology Carbon block Precoat Precoat "Fiberdyne  
Carbon block"

"Fiberdyne  
Carbon block"

Filter head Everpure QL

Filtration 5 µm 0,5 µm 0,2 µm 0,2 µm 0,2 µm

NSF Filtration rating Nominal Absolute Absolute Absolute Absolute

Vitens certified 99,9+ % LOG5 (99,999%) LOG5 (99,999%) LOG5 (99,999%)

NSF rated capacity 11.356 L 2.830 L 5.678 L 22.712 L 3.785 L

NSF 42 

NSF 53

NSF 401 microplastics

NSF bacteriostatic

PFOA-PFOS certified 99,80%

NSF Lead certified

Cartridge format (mm) 260 H X 82 ∅

Service flow rate 3,8 Lpm 1,9 Lpm 1,9 Lpm 5,67 Lpm 5,67 Lpm

Pressure (non-shock) 0.7 - 8.6 bar

Water temperature 2 - 38°C

With Scale inhibitor 2CB5-S OCS² 2FC-S 2FC-PS

Higher capacity formats 4CB5 4C 4C² 4FC 4FC-P

7CB5 MC² 7FC 7FC-P

QL3B - 4312-13


